
 

 

        
 

Traffic Diversion Drawing Technical Checklist / Guidelines 
1. Follow the Work Zone Manual 

All elements and components of the submitted traffic diversion shall comply with RTA Work 

Zone Traffic Management Manual & standards. Other RTA Manuals shall be referred to where 

required. 

2. Working Area 

Working area shall be highlighted/shaded and safely protected as per WZTM Manual. Existing 

site conditions shall be reflected in the submitted drawing e.g. if a new bridge is constructed or 

there is a change in geometry etc. The purpose of the diversion should be clearly mentioned. 

3. Cross Sections 

Cross sections shall include all details; number of lanes, lane widths, guard rails, barriers, traffic 

safety buffer, offset between barriers/cones and live traffic, details of excavated area, 

excavation safety buffer, shoulder width, etc. If the road geometry is changed, then the cross 

section for that area needs to be provided as well (for example, from 2 lanes to 3 lanes). 

4. Traffic Analysis & Traffic Counts 

Traffic analysis & traffic counts are required for closures of more than 24 Hours on arterials, 

expressways & freeways. In certain cases, if the work is being done on a segment of road, which 

may cause congestion in the network, the traffic counts may be required even for lesser 

duration, especially during daytime. 

5. Key Plan for the Proposed Work 

Key Plan shall show the exact location, the surrounding areas and the road names. 

6. Work Duration & Timing 

Traffic diversion drawing shall be signed and stamped by the contractor, consultant & client and 

it shall show duration of work and closure time. If long duration, more than 8 hours, must have 

concrete barriers with standard end terminals/crash cushions as per work zone manual. TMA 

(MASH or NCHRP 350 – TL3) must be shown on the layout as per manual standards and it should 

be TL3 for 80kph and above roads. 

7. Drawing Scale & DLTM Coordinates 

Drawings shall be to appropriate scale & DLTM coordinates of the proposed work location shall 



 

 

be shown. The layout of footpaths, cycle tracks, plot accesses, etc. should be shown clearly with 

their dimensions. 

8. Long Term Diversions 

For Traffic diversions of more than 8 hours, that include restriping, diverting traffic to new 

alignment etc., the existing and proposed works shall be reflected clearly on the drawings. 

9. Signage Drawings 

All signs and shop drawings shall meet RTA standards and manufactured by approved RTA 

contractor and signboards shop drawings should be submitted in case of long-term diversions 

and/or temporary closure of an approach or direction etc. 

NOTE: 

Kindly note that these are the general guidelines only and the concerned sections and RTA 

Engineers can ask for any additional information. 

 

 

 

 

 

 



 

 

 

 

 


